
MP-4300
Fashionable Fingerprint Access Control

CHANGEABLE CASING

AUTO DATA TRANSFER

MODERN DESIGN

Specification:
- LCD    : Black & White LCD
- User Capacity   : 5,000 Templates 
- Log Buffer   : 50,000 Transaction logs
- Authentication Method  : FP 1:1,FP 1:N, ID+Password
- ID Digit Lenght   : 5 Digits
- Identification (1:N) Time  : <2 Second
- Verification (1:1) Time  : <2 Second
- Communication   : RS232, RS485, TCP/IP, Wiegand Out, Modem (optional) 
- Sensor    : Uncoated Optical Sensor 
- FAR    : 0.0001%
- FRR    : 0.1% 

- Power    : 12 Volt / 400 mA
- Operating Temperature  : 0-45 C
- Humidity   : 20-80%
- Size    : 90 x 35 x 190 mm

- Access Control   : Door Relay 3A, Door Sensor, Alarm Relay 1A

Changeable Casing

Provide 3 difference colors 

RED, BLACK, BLUE

to best match your style

Realtime Auto Data Transfer

All data can synchronize with

the Central Server via the Internet 

All datas are “PUSH” technology

Modern Design

Curve Design

Support 4 function Keys 

- Designed and produced using the sensor and algorithm that only ICT's outstanding fingerprint identification technology

has made possible, MP 4300 system capable to provide the 

identification with high speed and high accuracy with 

ONE TOUCH.

- Changeable Casing: It make the MP 4300 not bored and can match with any office or factory design. 

leading edge fingerprint identification technoloty product.

- Revolutionary new MagicPlus 4300 which its unique design is the culmination of the experience in design of 

The Style Maker & Speed Maker

www.ictsmart.com

facebook.com/ictsmarts
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Invention Comes True


